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•	 Manufacturer: SPT 
•	 Load capacity max. 800 kg
•	 Working radius 3.0 m (4.2 m with jib)
•	 Hook height max. 4.2 m (5.0 m with jib)
•	 Crane can be slewed through + 25° and - 25
•	 Climbing ability: max. 15° or approx. 26
•	 Crane under floor: 145 m
•	 L/W/H 1,880 mm x 780 mm x 1,850 mm
•	 380 V combined petrol/electric motor
•	 25V3 / NRS-vi-1b petrol engine (Briggs & 

Stratton Corporation) 9.0 kW 3,600 rpm
•	 Death weight approx. 1,610 kg (up to  

1,945 kg with 45 m or 150 m cable winch)
•	 Incl. white non-marking tracks

Uplifter GmbH & Co.KG

Oberaich 5 | 92543 Guteneck
Germany
T +49 9433 204990
www.uplifter.com
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Uplifter SG80

Load capacity 	 800 kg

Gradeability 15°, 26%

Working height 4,2 m, 5,0 m (incl. fly jib)

Dead weight 1.610 kg, 1.695 kg, 1.945 kg

Length 1,88 m

Width 0,78 m (1,15 m extended)

Height 1,55 m (1,85 m extended)

Drive unit Hybrid, optional

Rope length 45 m or 150 m, optional

Min. footprint 1,88 m x 0,78 m

Minicrane | Uplifter

  TIP
Unique on the market: The Uplifter SG80 can be used both for 
craning and as a pick & carry crane for weights just under 1 tonne. 
The additional platform allows the load to be placed on the chassis 
while driving. The chains extended to the side additionally stabilise 
the transport. 

Interesting videos with areas 
of application can be found on 
YouTube. Subscribe to our channel 
to learn more about the possibilities 
of our machines. From instruction 
videos to construction site 
deployments, everything is included. SG80


